19971124.ba v01_n792.bam.971124 v01_n793.bam.971124 


>From ???@??? Tue Nov 25 01:20:45 1997 

Message-Id: <199711241304 .HAAQ2320@sco.theporch. com> 
Date: Mon, 24 Nov 1997 07:04:23 CST 

Subject: BOATANCHORS digest 1792 


BOATANCHORS Digest 1792 
Topics covered in this issue include: 


1) Re: xformer data, left out data 
by Charles Ring <charlesr@infonline.net> 
2) FS: Howard radio 
by Mike Sewell <KOCRX@compuserve.com> 
3) Re: Rubber Feet for Big Radios 
by Sheldon Wheaton <swheaton@sky.net> 
4) Help, Bandswitch, HW-16 
by Larry Kayser <kayser@rideau.net> 
5) Re: Re. removing "aftermarket" nameplates 
by Bob Roehrig <broehrig@admin. aurora. edu> 
6) Re: xformer data, left out data 
by Bob Roehrig <broehrig@admin. aurora. edu> 
7) Re: Help, Bandswitch, HW-16 
by WB9IOG <WB9TOG@revealed.net> 
8) PRC-47 Depot and Maint. manual. 
by PLT1032@aol.com 
9) TBO round crystal available 
by wallace@world.std.com (Andy Wallace) 
10) National NC-98SW wanted 
by wallace@world.std.com (Andy Wallace) 
11) Collins 30K-5 Back On Air 
by Dick Dillman <ddillman@igc.apc.org> 
12) Re: Help, Bandswitch, HW-16 
by kim herron <kherron@vixa.voyager.net> 
13) Re: [Fwd: Re: Re. removing "aftermarket" nameplates] 
by bdhall@ghg.net (Benjamin D. Hall) 
14) 101/nc 300 compared 
by "W6WUH Larry" <rau@wco.com> 
15) Re: Help, Bandswitch, HW-16 
by Ken Gordon <keng@uidaho.edu> 
16) Re: T-150 
by "W6WUH Larry" <rau@wco.com> 
17) Viking 2 audio mods 
by "W6WUH Larry" <rau@wco.com> 
18) Re: Question about National Radio Co. 
by Ron Hershey <rhershey@europa. com> 
19) Receivers continued........ 


by Mike Sanders <kQaz@i1l.net> 
20) Re. removing "aftermarket" nameplates 

by William Donzelli <william@ans.net> 
21) The 40 meter "shift" again 

by Sandy W5TVW <ebjr@worldnet.att.net> 
22) RE: 40M Shift 

by "Don L. Davis" <dxguy@earthlink.net> 
23) Re: removing "aftermarket" nameplates?? 

by Ho4bart@aol.com 
24) Re: Question about National Radio Co. 

by Ho4bart@aol.com 
25) Heathkit Test Equipment 

by "glen galati" <eldim@worldnet.att.net> 
26) Re: The 40 meter "shift" again 

by "Ragnar Otterstad" <danmec@inet.uni-c.dk> 
27) FS/SX111 

by laffitte@prtc.net (laffitte) 
28) WTB: 5134/R-388A 

by Mike Warren <m_warren@compuserve.com> 
29) Halt the 40 meter thread, please 

by listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists) 


Date: Sun, 23 Nov 1997 19:26:28 -0500 

From: Charles Ring <charlesr@infonline.net> 
To: boatanchors@theporch.com 

Subject: Re: xformer data, left out data 
Message-ID: <3478C9B4.7DAC@infonline.net> 


philip mccoy wrote: 


0,10,250,500,5000 ohm 


> 

> In an earlier posting I asked for data on an audio transformer 
> but left out the most important part, the brand name and 

> type number. 

> 

> Does anyone have any information on the UTC transformer type 
> 49252, whether it's a modulation xformer, HI-Fi or simply 

> just a very large audio transformer. 

> 

> primary 

> Plate 

> Bt 

> secondary 

> 

> 

> 


Philip McCoy dgnova@erols.com 


49252 doesn't look like a UTC part number, but what you have seems to be 
an audio output transformer. The output impedances seem odd, especially 
5000 ohms together with the others. 


Look for another number on it, something like CG-15, LS-57, S-17 or 
Similar. 


73 de W3NU, ex-WA8VNU 


Date: Sun, 23 Nov 1997 19:23:35 -0500 

From: Mike Sewell <KOCRX@compuserve.com> 

To: ba swap list <baswaplist@foothill.net> 

Cc: BOATANCHORS <boatanchors@theporch.com> 

Subject: FS: Howard radio 

Message-ID: <199711231923_MC2-294E-EA40@compuserve. com> 


Attention Howard radio fans; 
I have a Howard (model unknown) receiver. It covers the AM BCB to 18 mc.= 


in four bands. It's a table-top job a little larger than an S-38. Some 
knobs missing, several feet missing, no non-standard holes in the cabinet= 


innards look intact with tubes. As a fellow collector, I would classify 
this radio as a real good parts unit or a fairly aggressive restoration 
project. I'm not a Howard guy and I'd be happier if this unit was in 
someone else's shack where it would be better appreciated. $25 shipped 
CONUS. QRU? 


73, Mike 
K @ Collects Radios eXclusively/WPEOCFK 


Date: Sun, 23 Nov 1997 18:36:23 -0600 (CST) 

From: Sheldon Wheaton <swheaton@sky.net> 

To: Gary Harmon <gharmon@txdirect.net> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Rubber Feet for Big Radios 

Message-ID: <Pine.GSO.3.96.971123183035 .13100C -100000@sky.net> 


On Sun, 23 Nov 1997, Gary Harmon wrote: 
> Earlier in the year someone was selling large rubber feet that were ideal 


> for the larger radios. I bought some and put them up in a safe location. 
> So safe that I can't find them.  :o) 


> 
> Is that person listening or does anyone remember who that was? I'd like to 
> see if he has any more. 


Gary & all, 


I think it was me. I still have plenty, although the supply has been 
gradually dwindling at local hamfests. You can see full details and even 
a picture of them at my web site. They are item #5 on the list at: 


http: //www.sky.net/~swheaton/sale.html 
For those without web access, here's the specs: 


1.06 diameter, .70 inch tall, accommodates #6 or #8 (snug) screw, has 
metal washer molded in. Pretty hard rubber (Buna-N?), apparently for heavy 
rig, but not rigid like the molded plastic type. Hole must be "poked out" 
with a knife, but not difficult. Price: 50 cents per lot of 4 pieces. 


73, 
Sheldon KCOCW 


Date: Sun, 23 Nov 1997 19:47:39 -0500 

From: Larry Kayser <kayser@rideau.net> 

To: boatanchors@theporch.com 

Subject: Help, Bandswitch, HW-16 

Message-ID: <2.2.32.19971124004739 .006bc1b8@rideau.net> 


Greetings: 


It is a long story but I recently ended up with a HW-16 that has been 
serviced in the past by the company of Two Monkeys and a Gorilla Inc. who 
have adjusted the poor low quality bandswitch in this radio to such a 
condition that I have to consider replacing the whole assembly. UGH! 


Years ago, back before the world heard of yacomwood's or at least they were 
then called Trio and worked marginally better than war surplus stuff, there 
was a company that put out a catalogue of rotary switch decks that one could 
assemble yourself and with care one could duplicate a badly needed 
replacement switch wafer part. Does such a supplier exist today? Who is 
the Barry Ornitz of rotary switch reconstruction on boatanchors? 


My alternatives to switch reconstruction are very close to a twenty minute 


solding job in which the radio becomes lobotomized to a single band radio 
with never again produces any noise from the bandswitch. I guess that 
approaches the saying " I would rather have a bottle in front of me than 
have a frontal lobotomy" or something near that.... 


Help please.... 


Larry 
VA3LK / WA3ZIA 


Date: Sun, 23 Nov 1997 18:58:24 -0Q600 (CST) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: "Thomas A. Adams" <103360.2133@compuserve.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Re. removing "aftermarket" nameplates 

Message-ID: <Pine.ULT.3.96.971123185553 .20042B-100000@admin. aurora. edu> 


On Sun, 23 Nov 1997, Thomas A. Adams wrote: 


> When I came into my Bird 43 wattmeter...... <SNIP>.... in addition 
> to two aluminum shipping plugs / dummy elements..... <SNIP> 


Those are for use on CB :-) 


"No one is listening until you make a mistake" 
E-mail broehrig@admin. aurora. edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Date: Sun, 23 Nov 1997 19:04:09 -0600 (CST) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Charles Ring <charlesr@infonline.net> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: xformer data, left out data 

Message-ID: <Pine.ULT.3.96.971123190223 .20042C -100000@admin. aurora. edu> 


On Sun, 23 Nov 1997, Charles Ring wrote: 


philip mccoy wrote: 


In an earlier posting I asked for data on an audio transformer 
but left out the most important part, the brand name and 
type number. 


Does anyone have any information on the UTC transformer type 
49252, whether it's a modulation xformer, HI-Fi or simply 
just a very large audio transformer. 


VV VV VV VV VV 
VV VV VV VV 


I have similarly marked transformers. Someone told me these were not 
part of the standard UTC lineup but were custom made for some mfr. 
Sure sounds like an output transformer. 


"No one is listening until you make a mistake" 
E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Date: Sun, 23 Nov 1997 19:24:13 -0800 

From: WB9IOG <WB9TOG@revealed.net> 

To: kayser@rideau.net 

Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Help, Bandswitch, HW-16 
Message-ID: <3478F35D.4139@REVEALED.NET> 


Larry Kayser wrote: 
Greetings: 


It is a long story but I recently ended up with a HW-16 that has been 
serviced in the past by the company of Two Monkeys and a Gorilla Inc. who 
have adjusted the poor low quality bandswitch in this radio to such a 
condition that I have to consider replacing the whole assembly. UGH! 
Larry a few months ago I posted two items re phoenolic switch repair. 
To make it short ; you can replace the nibs with others from a junker. 
Use model 

RR bolts to replace the thimble. 

Second, if the phoenolic is intact and not missing re assemble and glue 
with cryogenic 

adhesives (Super Glue) and graphite fiber strands. The graphite can be 
obtained at a good model aircraft shop. The brand name I use is Paul 
Clements’ Kitty Hawk Models.RR 2 Paoli, IN 47454. Not sure they are 
still in business, been a long time. 


VV VV VV MV 


Date: Sun, 23 Nov 1997 20:40:52 -0500 (EST) 

From: PLT1032@aol.com 

To: boatanchors@theporch.com 

Subject: PRC-47 Depot and Maint. manual. 

Message-ID: <971123204052_1947176445@mrin40.mail.aol.com> 


Does anyone out there have one of these manuals that he/she would part with? 


Bob Lindgren 


Date: Mon, 24 Nov 1997 01:44:19 GMT 

From: wallace@world.std.com (Andy Wallace) 
To: boatanchors@sco.theporch.com 

Subject: TBO round crystal available 
Message-ID: <3481dba9.35649730@world.std.com> 


On Thu, 16 Oct 1997 00:51:02 GMT, wallace@world.std.com (Andy Wallace) 
wrote: 


Hi! I have a round ceramic crystal available. Marking is CG-40024, 


3155 kc, made by GE for the Navy, contact pins out the SIDES. I have 
received info that the crystal may fit in the following rigs: 


CG-40024: TBO, TBO-1 
CG-40024A: TBX-5, TBX-6 


Would prefer this goes to someone who actually has a TBO or TBX, 
rather than a collector! Crystal operation untested. 


Trade for something useful....xtal in the ham band, Drake ham or SWL 
band crystals, xtal pair for 146.72/12 for my Drake TR-22C, etc. 


--Andy 
wallace@world.std.com 


"I wasn't kissing her. I was whispering in 
her mouth." --Chico Marx 


Date: Mon, 24 Nov 1997 01:44:52 GMT 

From: wallace@world.std.com (Andy Wallace) 
To: boatanchors@sco.theporch.com 

Subject: National NC-98SW wanted 

Message-ID: <347ed96e.35078949@world.std.com> 


Looking for the NC-98SW version. This receiver has a calibrated SWL 
band bandspread dial on the right instead of the regular ham band 
version. Any leads appreciated! 


--Andy 
wallace@world.std.com 


Curly: Oh....short wave? 
Moe: No! Poimanent. 
<BONK! > 


(THEY STOOGE TO CONGA, 1943) 


Date: Sun, 23 Nov 1997 18:17:05 -0800 (PST) 

From: Dick Dillman <ddillman@igc.apc.org> 

To: boatanchors@theporch.com 

Cc: W B Reese <Radions@jps.net> 

Subject: Collins 30K-5 Back On Air 

Message-ID: <2.2.16.19971123181617 .37074994@pop.igc.org> 


Greetings, folks. Close readers of these pages may remember my proud report 
of several weeks ago about having access to a remotely controlled Collins 
30K-5 transmitter. Soon after that report word was received that the owner 
of the site at which it was located was moving and not long after that a 
moving van pulled down the antenna feed line! The 30K-5 was well and truly 
off the air. 


The the owner and former list member Tracy/WB6TMY is not an easily defeated 
man and I'm happy to report that this classic transmitter is once again 
laying down a signal in the amateur bands. 


As currently set up there are two crystal controlled frequencies available: 
3712 and 7037Kc/s. I myself use 7037Kc/s exclusively. I'm using a 513-4 to 
receive, which seemed appropriate for a commercial Collins transmitter. As 
an added touch a LS-3 speaker or a pair of MacKay Radio 'phones are used for 
listening to the music of Morse. I use a Mac key for transmitting. 


There are several other users of the 30K-5 besides me including Tracy 
himself. But if you're of a mind take a listen to 7037Kc/s every once ina 


while. If you hear W6AWO please give a shout. The arrangement is full 
duplex so lusty salvos of Morse can be easily exchanged. 


Best Regards, 


Dick 


Dick Dillman 
<ddillman@igc.apc.org> 
WPE2VT W6AWO 
Collector Of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Date: Sun, 23 Nov 1997 21:22:59 -0500 (EST) 

From: kim herron <kherron@vixa.voyager.net> 

To: boatanchors@theporch.com 

Subject: Re: Help, Bandswitch, HW-16 

Message-ID: <199711240222.VAA28434@vixa.voyager.net> 


Hi Larry,, 

Does such a supplier exist today? Who is 
>the Barry Ornitz of rotary switch reconstruction on boatanchors? 
> 
>My alternatives to switch reconstruction are very close to a twenty minute 
>solding job in which the radio becomes lobotomized to a single band radio 
>with never again produces any noise from the bandswitch. I guess that 
>approaches the saying " I would rather have a bottle in front of me than 
>have a frontal lobotomy" or something near that.... 

Do some checking and you may still find a kit from Centralab. They were 
the people who made the "prototype" kits that you are referring to. If you 
can't find a switch kit, start looking for rotary switches that you can rob 
for contacts and wafers. I have even been successful in making the rotor 
contacts out of full circle contacts and filing the pattern to match the 
original switch. Guess it's time to write that article that Barry wanted on 
rotary switch repair. Yes I used to make up switches for the employer that 
I worked for, and I have been very successful in repairing existing 
switches. Take the new switch, file off the rivets that hold on the 
contacts, and attach them to the existing wafer assembly with small screws 
and nuts. We're talking #2, or even #1 screws. Standard thread for a #2 
screw would be a 56 pitch. Hence a 2-56 screw and nut. I've had to go as 
small as 0-80 due to the small size of the wafer hole used for mounting the 
contact to the wafer. Be aware that there are two lenghts of contacts. Put 
the right ones in the appropriate places. Use a file to remove the rivet 
head on the wafer under repair so as no to damage the wafer. They are 


usually brass and file fairly fast. install your new contact with the right 
hardware, reconnect your wiring and Presto! you're in business. If the 
wafer is broken you can use a good putty epoxy to repair it. Devcon makes 
several types that work very well and have voltage breakdown ratings 
exceeding 1000 volts per mil. I've repaired switches in Johnson Valiant 
final tank circuits using just such a method. Drake bandswitch rotors as 
well. 

What I am describinig here is not a 5 minute fix. Every switch 
installation differs. 
I once fixed a selectivity switch assy in an HQ-180A for a fellow that was a 
real headache. Took about two hours. but that beat trying to replace the 
whole switch. In that instance I disassembled the switch while it was still 
in the radio, repaired the broken sections, repaired the IF can while I was 
there (guess how the owner broke the switch?), and reassembled the switch. 
It's a pain to do what I have just described, but it's better that junking 
out the radio, and you get some REAL satisfaction out of doing what usually 
appears to be the impossible. 


Kim Herron W8ZV 
kherron@voyager.net or kherron@vixa.voyager.net 
1-616-677-3706 


Date: Sun, 23 Nov 1997 20:27:53 -0600 

From: bdhall@ghg.net (Benjamin D. Hall) 

To: charlesr@infonline.net 

Cc: BoatAnchors@SCO.ThePorch.Com 

Subject: Re: [Fwd: Re: Re. removing "aftermarket" nameplates] 
Message-ID: <3.0.32.19971123202336 .00700d8c@mailman.ghgcorp.com> 


>I have a small rackmount crystal-switched WWV receiver with a NASA tag. 
>Left it on, never even considered removing it. To me, it's a part of the 
>receiver's history. 


Speaking of all the NASA equipment banging around... My Nems-Clarke 2801A 
telemetry receiver wears CALIBRATION - NASA/KSC stickers on the top 
cover... Every time I drive into work (NASA/JSC) past the Saturn V Rocket 


laying on its side by the gate, I wonder if the Nems-Clarke saw service 
receiving telemetry from one of those rockets, as it is the right age, 
frequency range, and bandwidth... 


Don't think anyone could pay me enough money to remove those cal stickers... 
73 y'all, 


Ben 


Benjamin D. Hall, KD5BYB, Engine and radio collector / operator 
extraordinaire. Located in Houston, Texas, USA. 
e-mail: BDHall@ghg.net web:http://www.ghgcorp.com/bdhall 


Date: Sun, 23 Nov 1997 18:26:00 -0800 

From: "W6WUH Larry" <rau@wco.com> 

To: <ac5Sp@ionet.net> 

Cc: "boatanchors" <boatanchors@theporch.com> 
Subject: 101/nc 300 compared 

Message-ID: <199711240226.SAA05056@shell.wco.com> 


mike.. I have ownerd both sx101 mk 3 and Ne 300.. I can find no basis in 
my experience for your comparison of the two recivers,,, at least the low 
audio recovery you mention... are you basing you opinion on only one example 
of the nc 300 ? 


this is always a risky thing to do.. as any single example of anything can 
be NFG. 


My NC-300, while requireing an octopus to operate properly, had 
wonderfull audio in the wide position and not bad at all in the narrower am 
groove ...is sucks for SSB,,, and its avec sucks too.. but otherwise 
sensitivity and fidelity were swell. 


larry W6WUH 


Date: Sun, 23 Nov 1997 18:34:07 -0800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: Larry Kayser <kayser@rideau.net> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Help, Bandswitch, HW-16 

Message-ID: <Pine.BSF.3.95.971123183249 .549D-100000@piobaire.mines.uidaho.edu> 


> was a company that put out a catalogue of rotary switch decks that one could 
> assemble yourself and with care one could duplicate a badly needed 


> replacement switch wafer part. Does such a supplier exist today? Who is 


Centralab. These parts are STILL available from Newark Electronics, among 
others. I had do just what you are wanting to do for a Swan 350. 


Ken W7EKB 


Date: Sun, 23 Nov 1997 18:44:35 -0800 

From: "W6WUH Larry" <rau@wco.com> 

To: <boatanchors@theporch. com> 

Subject: Re: T-150 

Message-ID: <199711240245.SAA08857@shell.wco.com> 


Maybe the one thing we can agree about is that the T-150 is not very 
common. 


And it IS Blue ! 


larry W6WUH 


Date: Sun, 23 Nov 1997 19:00:01 -0800 

From: "W6WUH Larry" <rau@wco.com> 

To: <allent@en.com> 

Cc: "boatanchors" <boatanchors@theporch.com> 
Subject: Viking 2 audio mods 

Message-ID: <199711240300.TAA12400@shell.wco.com> 


Pleanty of radios work just fine with a 6AU6 mic amp... including the Globe 
Champ. 


the worst part of the viking 1 or 2 is probably the interstage 
transformer.. swap it out with one from AES for $12.95 d## P-T-157... then 
if you want better/different audio response you need to change the stock 
values of the cathode bypass caps.. say 50 uf and (plate to grid) coupling 


cap I like .022,uf, but play around... I would avoid going too big with 
the caps.. as too many lows will rob you of needed power...go for a middle 
of the road approach... and stick with one mic like you D-104xtal while you 


change values 

These rigs ( viking series) modulate well ( read 100 %) if you hold the 
carrier output down to about 70 or 75 watts...if you insist on loading to 
100 watts you just wont achieve full modulation ..or the best quality audio 
either. 

Dont put in the 12AX7... you don't need it. 

I dunno about the 6aq5 mod. 


Larry W6WUH 


Date: Sun, 23 Nov 1997 19:16:27 -0800 

From: Ron Hershey <rhershey@europa.com> 

To: Ho4bart@aol.com 

Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Question about National Radio Co. 
Message-ID: <3478F18A.8D56E572@europa. com> 


Ho4bart@aol.com wrote: 
In a message dated 97-11-10 22:52:53 EST, nielw@ix.netcom.com writes: 
> I've never seen any reference to National building a code osc. but I've 


was there a National Company --please hold the laughter-- that built 
a "dancing minstrel" electrical toy also? same National, just 
earlier? saw such an item at toy show years ago, would swear it 

had National name on it. 

tnx, hue miller 

"Never too late to have a happy childhood" 


VV VV VV VV VV 


According to Communications Receivers by Raymond S Moore "The National 
Company was established in 1914 in Cambridge MA. They manufactured mechanical 
parts, including toys, until 1924 when they began producing the famous 
Browning-Drake broadcast receiver kit." Electrical toys aren't mentioned but 
it seems a natural considering the direction the company took. 


Date: Sun, 23 Nov 1997 22:26:15 -0600 

From: Mike Sanders <k0az@il.net> 

To: boatanchors@theporch.com 

Subject: Receivers continued........ 

Message-ID: <3.0.16.19971123222525..2eefb780@i1.net> 


Greetings All, I have not posted in a while to this list and the 

talk of the 300 to 303 comparisons prompts me to. 

I have an NC303 that could use some alignment yet but works very 

well on ssb. My NC300 was a poor performer on ssb until I did some 

of the standard well known agc mods. Now it too is a good ssb receiver 
but still not as good as the 303. The 300 remains a great AM receiver 

as it was before agc mods. Its a real toss up between the two at this 
point. No they are not as good as my 75A4 or any of the S line receivers 


I have or have had. They will however run circles around the A4 on AM 
and I assure you I have a righteous A4. I have had some good HQ170s and 
some not so good. My best was an HQ170A which I used on ssb with a 
Johnson Pacemaker and homebrew amp. I do not own a National receiver 
that would not bury the 170s (all of them on AM). I have a Hammarlund 
SP600JX21 that is very nice on AM and surprisingly good on ssb (full rf 
gain). My Hammarlund HQ150 is a late model and is poor on ssb but very good 
on AM and suffers from all a single conversion receiver does. It will be 
the last piece of BA gear to ever leave my grasp but all my Nationals 
sound better than this receiver. I just love it. Dozens of Hallicrafters 
receivers have passed through my hands and I am not partial to them at 
all. However the SX115 and SX117 are especially good and noteworthy. I 
own a Cyclone III transceiver SR4Q0A that is a beautiful piece of gear. 
It is in use a lot here and gives my KWM380 a run for its money in signal 
quality in and out. This Halli will bury any Collins S line transceiver 
I own or have owned or anybody elses for that matter but I still have 
a KWM2. (they are kinda like pocket knives, everyone has one right?) 

Anyway whoever said comparing anyone of any rig to another BA rig was 
really not very conclusive was right. However I can say without a doubt 
if you want an AM receiver, National is tops. For ssb it is probably 
Collins but Halli had some real contenders in their stable. The best 
radio to own for overall operation flexibility, performance and ease of 
service is Drake whatever I don't care. (I'm talkin tube type now) I have 
owned and loved several TR7s but could not really put them up against 
a lot else in performance etc. They had a few problems that were/are 
well known but were still good radios. 

If it were cut and dried and an easy comparison one rig to another 

I would not own all this junk. But I do. I love this old stuff in spite 
of some odds and ends and holes in performance or such nonsense as that. 
I own a Kenwood 850 that I dearly love but I have lots of BA receivers 
that will embarrass it. The KWM380, the SR400A, the 75S1, the R4, the 
R4B, the R4C, and the 75S3 among others. 

The point is folks have fun. Thats what its all about. 

73, Mike KOAZ 


P.S. The best AM receiver I can think of is my HRO50T1 with the 6kc 
Collins filter adapter. If it gets better than that please let me know 
and I will start lookin. 


Date: Sun, 23 Nov 1997 22:35:22 -0500 (EST) 

From: William Donzelli <william@ans.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re. removing "aftermarket" nameplates 

Message-ID: <Pine.GS0.3.96.971123222044 .12765C -100000@titan.purch.ans.net> 


> >I have a small rackmount crystal-switched WWV receiver with a NASA tag. 


>Left it on, never even considered removing it. To me, it's a part of the 
>receiver's history. 


VVNV NV 


Don't think anyone could pay me enough money to remove those cal stickers... 


I general, I tend to keep the interesting stickers on, as they are 
important to the history of the units. I do not think any of my things 
have really cool stickers (the radios, that is. Two of my computers have 
interesting tags, one being a Hallicrafters property tag, and another 
saying "Experimental IBM Router"). A few of my technical manuals have 
ship's names on them, but all uninteresting ones, like repair vessels. 


I do have one piece that I am having a bit of a hard time deciding on. It 
is an old Navy piece from 1944 or so, that managed to stay in service 
until 1968 (how about that for a career!), doing FSK work at a shore 
station in Mississippi. The thing has "modern" stickers on it (dayglow 
orange paper things), on the black wrinkle paint. The paint is in very bad 
shape, and really is begging to be stripped and redone. The fate of the 
stickers, thus, depend on the paint. 


Well, what should be done? Return it to fresh from the factory condition, 
or faithful servant for so many years? 


William Donzelli 
william@ans.net 


Date: Mon, 24 Nov 1997 05:23:54 +0000 

From: Sandy W5TVW <ebjr@worldnet.att.net> 

To: boatanchors@theporch.com, glowbugs@www.atl.org 
Subject: The 40 meter "shift" again 

Message-ID: <19971124052350.AAB29963@LOCALNAME> 


Hello Gang, 


Someone on another reflector came up with a Brilliant idea IF this 
6.9-7.2 Mhz 'relocation' comes down for 40 meters. 


It's super simple: Allocate the new 6.9 to 7.0 mhz slice exactly as the 
7.2-7.3 Mhz segment is allocated. This will preserve the CW sub-band 
where it is now to allow QRP and BA gear users to still operate their 
equipment without extensive modification or change. At the same time, 
the "AM" users can lay claim to the 6990 and 6995 spots for AM voice 
operation in the shifted sub-band. Most of the old rigs will go there with 
no modification, as there is 5-10 khz of "leeway" on the low end of 
most VFO calibrations. 


If you like the idea, let's talk it up now with other hams and the 
ARRL bunch. It's not too early to do this. The more support we can 
get, the longer we can use our beloved "boat anchor" rigs! 


73, 
E. V. Sandy Blaize, W5TVW 
"Boat Anchors collected, restored, repaired, traded and used!" 
417 Ridgewood Drive 
Metairie, LA., 70001 


**860 Hartley 'ECO' under construction*x**x 
xxx Looking for a TRC-10 transceiver xx***xx 
xxx looking for an RAL receiver *xx*kk*KAAKK 


Date: Sun, 23 Nov 1997 23:02:13 -0800 
From: "Don L. Davis" <dxguy@earthlink.net> 
To: boatanchors@theporch.com 

Subject: RE: 40M Shift 

Message-ID: <34792662.5DB2@earthlink.net> 


Re: 40M subband, Sandy suggested using 6950 or 6955 for AM net. Won't 
work, unfortunately. The pirates are there in droves. Perhaps BA 
pirates in the vacated spectrum? Don Davios DXGUY@eartlink.net 


Date: Mon, 24 Nov 1997 03:16:02 -0500 (EST) 

From: Ho4bart@aol.com 

To: boatanchors@sco.theporch.com, WSNO19@aol.com 

Subject: Re: removing "aftermarket" nameplates?? 
Message-ID: <971124031602_-1205963518@mrin41.mail.aol.com> 


In a message dated 97-11-23 10:58:17 EST, n4xy@bellsouth.net writes: 


> Hi Hue... I have a 348-Q with a winged decal 3 or so inches 
wide saying "San Antonio Air Material Area... Kelly AFB" on it... 
wouldn't remove for the world! < 


yes, i know whereof you speak, i like these unit markings, which 
accentuate the rig's character! for example, an ARR-15 with paint 
stamp "NAS Alameda" and "barb" written in pencil next to one of 
the channel positions; and an RAX with "NAS Sand Point" and 

image of PBY seaplane, apparently paint rubber stamp. cool ! 


possibly having some inspection stamp made up, you could also use 
it to cover up some small front panel repair, like where an added 
hole was removed. 

hue 


Date: Mon, 24 Nov 1997 03:21:19 -0500 (EST) 

From: Ho4bart@aol.com 

To: k4oah@mindspring.com, boatanchors@theporch.com 
Subject: Re: Question about National Radio Co. 
Message-ID: <971124032118_1738903708@mrin38> 


In a message dated 97-11-23 11:17:40 EST, k4oah@mindspring.com writes: 


> National started as the "National Toy Company" in October 

1914. They made a series of Dancing Figures that were positioned 
over the edge of a phonograph turntable. Some were magnetically 
activated by a special record while others contained resonant reeds 
that responded to the sounds of the records. 


the one i saw, maybe 11 yrs ago, at $75, used neither of these systems, 

it either used electricity or a draw string to make it jerk around, because 
there absolutely was no grammophone with it. seems like it was electrical 
powered. the price i'm sure must have doubled at least since then, but 

it still might be worth it to a National enthusiast, and you could maybe 
power it from a BA rcvr's accessory power socket, hehe. 

hue 


Date: Mon, 24 Nov 1997 01:11:10 -0800 

From: "glen galati" <eldim@worldnet.att.net> 
To: <boatanchors@theporch.com> 

Subject: Heathkit Test Equipment 

Message-ID: <19971124092853.AAC4424@glengala> 


Howdy All, 

Does anyone know of any sources for Heathkit Test Equipment manuals 

and schematics. Have several hundred pieces of much older test equipment 
that I'm in the slooow process of restoring, especially tube type power 
supplies. 


Any and all help would be appreciated.... 
73, and Have a Blessed safe happy Thanksgiving. 


Glen Galati/KA7BOJ email: eldim@worldnet.att.net 
Tacoma, Wa. 


PS: still no response on schematic for Hickok Tube Checker 6000A. 


Date: Mon, 24 Nov 1997 10:31:13 +0100 

From: "Ragnar Otterstad" <danmec@inet.uni-c.dk> 

To: <ebjr@worldnet.att.net>, "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: The 40 meter "shift" again 

Message-ID: <199711240932 .KAA28353@inet.uni2.dk> 


> From: Sandy W5TVW <ebjr@worldnet.att.net> 
> To: Old Tube Radios <boatanchors@theporch.com> 


> Subject: The 40 meter "shift" again 

> Date: 24. november 1997 06:23 

> 

> Hello Gang, 

> 

> Someone on another reflector came up with a Brilliant idea IF 
this 

> 6.9-7.2 Mhz 'relocation' comes down for 40 meters. 

> 

> It's super simple: Allocate the new 6.9 to 7.0 mhz slice exactly 
as the 


> 7.2-7.3 Mhz segment is allocated. This will preserve the CW sub-band 
> where it is now to allow QRP and BA gear users to still operate their 
> equipment without extensive modification or change. At the same time, 
> the "AM" users can lay claim to the 6990 and 6995 spots for AM voice 

> operation in the shifted sub-band. Most of the old rigs will go there 
with 

> no modification, as there is 5-10 khz of "leeway" on the low end of 

> most VFO calibrations. 

> 

> If you like the idea, let's talk it up now with other hams and 
the 

> ARRL bunch. It's not too early to do this. The more support we can 

> get, the longer we can use our beloved "boat anchor" rigs! 

> 


Dont forget to renew your ARRL memebership then !! hi 


73 Rag OZ8RO 


73, 
E. V. Sandy Blaize, W5TVW 
"Boat Anchors collected, restored, repaired, traded and used!" 
417 Ridgewood Drive 
Metairie, LA., 70001 


**x860 Hartley 'ECO' under constructionx*x*xx 
xxx Looking for a TRC-10 transceiver x*x*x**xx 
xxx looking for an RAL receiver *xx*kk*KKKAKK 


VVVV VV VV VV 


Date: Mon, 24 Nov 1997 07:25:39 -0400 
From: laffitte@prtc.net (laffitte) 
To: boatanchors@theporch.com 

Subject: FS/SX111 

Message-ID: <34796433.374AQ@prtc.net> 


Hi Gang: 


I have a need for more space in the shack (got an R390A to fit in). My 
SX111 is for sale. This set has a recently repainted cabinet. The 
chassis is clean but full of spots.It has the crystal calibrator option. 
The front panel has a rust spot in the center and the knobs need some 
polishing.Nonetheless the set is working excellent in all bands and 
calibrates well with WWV. USB and LSB are both working.It does as good a 
job on the ham bands as my HQ170A-VHF. I think that $75.00 will be a 
fair price to ask plus shipping. 


TNX and Best 73s 
Guido KP4FAR 
BA collector in the tropics 


Date: Mon, 24 Nov 1997 07:32:30 -0500 

From: Mike Warren <m_warren@compuserve. com> 

To: BOATANCHORS List <BOATANCHORS@sco.theporch.com>, 
BASWAPLIST <majordomo@foothill.net> 

Subject: WTB: 5134/R-388A 

Message-ID: <199711240732_MC2-2963-F655@compuserve. com> 


Hello All, 


Decided I "need" a new receiver. = 


Looking for a Collins 513-4 or the military R-388A. 
Thanks, 
73, 


Mike Warren - W5MAZ (in MN) 


Date: Mon, 24 Nov 1997 7:02:56 -0600 (CST) 

From: listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists) 
To: boatanchors@sco.theporch.com 

Subject: Halt the 40 meter thread, please 

Message-ID: <199711241302.HAA26672@jackatak.theporch. com> 


Gang- 
I had hoped this one would blow over as well.... 


The potential reorganization of 40 meters is of great personal 
interest to me, and I would love to participate in further constructive 
debate *OFF* the boatanchors list... 


Administration of spectrum just is NOT an appropriate topic for the 
BoatAnchors list, and given that a large number of list readers are 
from outside the US, given that many list readers are not hams, and 
further given that not everyone is dead set against padding the VFOs 
to cover new proposed spectrum in their tube rigs, it needs to go 
off-line... right now! 


Let me know how I can help 


73 
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


End o£ BOATANCHORS Digest 1792 
KKKKKKKKKKKKKK KKK KIRK 


>From ??2?@??? Tue Nov 25 01:21:29 1997 
Message-Id: <199711242130.PAA15127@sco.theporch. com> 
Date: Mon, 24 Nov 1997 15:30:08 CST 


Subject: BOATANCHORS digest 1793 


BOATANCHORS Digest 1793 


Topics covered in this issue include: 


1) 


2) 


3) 
4) 
5) 
6) 
7) 
8) 
9) 

10) 

11) 

12) 

13) 

14) 

15) 

16) 

17) 

18) 

19) 

20) 


21) 


Robert Okas...where are you? 

by Ronnie Hull <w5sum@ms1.nwla.com> 

CEI 501 information 

by "Lamb, Charles E MD (MIS, SalemVA)" 
<lambmd-ce@salem. ge.com> 

NC-300/303 Discussion 

by Tom Clinton <Tom.Clinton@faa.dot.gov> 

WTB Chimney 

by "Fishman, Clark" <cfishman@pica.army.mil> 
Re: xformer data, left out data 

by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
Power Supplies Available 

by wally@mindy.sys.sdl.usu.edu (Wally Gibbons) 
Info needed: 30-S1 Corbin Lock 

by "Cal J. Eustaquio" <ceustaqu@polymail.cpunix.calpoly.edu> 
Moore's new edition 

by "Mike O'Brien" <mobrien@lib.drury.edu> 
Re: Receivers continued........ 

by Bob Roehrig <broehrig@admin. aurora. edu> 
Question on SB-300 S-Meter 

by David Ragsdale <doragsda@polymail.cpunix.calpoly.edu> 
Re: Help, Bandswitch, HW-16 (fwd) 

by Ken Gordon <keng@uidaho.edu> 

Movie question 

by Bob Roehrig <broehrig@admin. aurora. edu> 
S-meter against the pin. 

by Bob Roehrig <broehrig@admin. aurora. edu> 
Re: Receivers continued........ 

by "P. J. Rovero" <provero@connix.com> 

Re: Receivers continued........ 

by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
217-T - GRC-27 

by Kevin Gallagher <wire2liv@gomontana.com> 
Re: Movie question 

by "Francis J. Townsend, III" <ftownsen@access.digex.net> 
WTB HQ145AC 

by bgraham@tecnet1.jcte.jcs.mil 

Moore's new edition: booboo? 

by "Tom R. Rice" <tomrice@netcom. com> 
cleaning aluminum 

by "W6WUH Larry" <rau@wco.com> 

Vacuum variables any interest? 


by sinned@vnet.IBM.COM 
22) Re: Moore's new edition: booboo? 
by "David L. Thompson" <thompson@mindspring.com> 
23) DSB VS AM 
by "W6WUH Larry" <rau@wco.com> 
24) Re: Moore's new edition: booboo? 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
25) es lebe der HFS! 
by "Tom R. Rice" <tomrice@netcom. com> 
26) Re: 217-T - GRC-27 
by Ken_Warren@beavton.k12.or.us (Ken Warren) 
27) Re: Viking 2 audio More 
by "W6WUH Larry" <rau@wco.com> 
28) Winter projects FS 
by TIMOTHY.P.HAAKE@monsanto.com 
29) Last word on 40 meters 
by "W6WUH Larry" <rau@wco.com> 
30) RAO-7 manual copies 
by William Donzelli <william@ans.net> 
31) Fw: The definitive whats-it. 
by "W6WUH Larry" <rau@wco.com> 


Date: Mon, 24 Nov 1997 07:21:00 -0600 

From: Ronnie Hull <w5sum@ms1.nwla.com> 

To: boatanchors@theporch.com 

Cc: baswaplist@foothill.net 

Subject: Robert Okas...where are you? 

Message-ID: <1.5.4.16.19971124082428 .36773c06@ms1.nwla.com> 


Robert Okas, I need your address. Sent you something 
via the address in QRZ.NET and its not right, got your 
manual back last friday. Send me your address so I can 
get this out to you. Thanks 


sorry for the bandwidth fellers 


Ronnie 


W5SUM 
Ronnie Hull 
3131 Meadow Parkway dr. 
Shreveport, La 71108 


Date: Mon, 24 Nov 1997 08:44:00 -0500 
From: "Lamb, Charles E MD (MIS, SalemVA) " 
<lambmd-ce@salem. ge.com> 
To: "'BA Net'" <boatanchors@sco.theporch. com> 
Subject: CEI 501 information 
Message-ID: <E101BA1F68DECF11A6DE0080D82075D1F7E585@vasaleO1imisge.salem.ge.com> 


Hello tube lovers, 


I am in need of some help on a CEI 501 receiver which has a simple sort 
of problem. In the wideband position, audio recovery is undistorted and 
the center frequency meter works well. But in the narrowband position 
there is significant distortion and the meter is not centered, but 
varies inconsistently. It is clear that there is need to either adjust 
LO injection frequency to the mixer, look at the filters in the 
narrowband path or adjust the discriminator. Now for the question: 

Does anyone have a schematic and/or alignment instructions (or know of a 
source) for this neat little tube (mostly) receiver? 


Thanks in advance, 
Charles 


C. Lamb WD4KZK 
<lambmd-ce@salem. ge.com> 


Date: 24 Nov 1997 08:40:01 -0500 

From: Tom Clinton <Tom.Clinton@faa.dot.gov> 

To: boatanchors@theporch.com (IPM Return requested) 

Subject: NC-300/303 Discussion 

Message-ID: 
<02CC2347983B101Ex*/c=US/admd=ATTmail/pxrmd=gov+dot/o=faa/s=Clinton/g=Tom/@MHS> 


Gang, 


One other comment on the Nationals then I'll shut up. I really like 
the dial calibration scheme that National used on these old birds. 
When tweaking up the calibration using the internal 100 KC oscillator, 
the cal adjustment changes the relationship between the tuning 
condenser and the pointer so the receiver appears to be perfectly 
aligned. This is a much better scheme to me than the Collins whereby 
the fiducial is rotated for calibration. Again, not knocking Collins 


but it looks goofy as hell to me to have a Collins fiducial over at 
angle theta as if it is shouting to the world that the receiver is out 
of calibration. I make sure that the Collins is dead on for the small 
part of the spectrum that I normally use so I don't have look at that 
crooked face. 


Tom Clinton W4ULL 


Date: Mon, 24 Nov 1997 09:39:43 -0500 

From: "Fishman, Clark" <cfishman@pica.army.mil> 

To: "'boatanchors@theporch.com'" <boatanchors@theporch.com> 

Subject: WTB Chimney 

Message-ID: <61184F6C1EF9D0119A6300609798EA461F4220@pica-emh9.pica.army.mil> 


Sam, W2DDN is looking for a used chimney for a 4CX1000A 


Please contact him directly at 973 335 5732 


Clark Fishman WA2UNN cfishman@pica.army.mil 


Date: 24 Nov 1997 09:22:01 -0600 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

To: boatanchors@sco.theporch.com 

Subject: Re: xformer data, left out data 

Message-ID: <1997Nov24.092201-0600@spike.vuse. vanderbilt. edu> 


In <3478C9B4.7DAC@infonline.net>, Charles Ring wrote: 

>philip mccoy wrote: 

>> 

>> Does anyone have any information on the UTC transformer type 
>> 49252, whether it's a modulation xformer, HI-Fi or simply 

>> just a very large audio transformer. 

>> 

>> secondary 

>> 0,10,250,500,5000 ohm 

>> 


>49252 doesn't look like a UTC part number, but what you have seems to be 
>an audio output transformer. The output impedances seem odd, especially 
>5000 ohms together with the others. 

> 

A number of early rx's, including Hammarlunds and Hallis, used output 
impedances of 4000-5000 ohms so as to match to the watchcase speakers 


then in use (mid-late 30's). I have seen 500-5000 ohm output trannys, 
but never one with a 10 ohm impedance as well.... 
A. B. Bonds 


Date: Mon, 24 Nov 97 08:52:35 MST 

From: wally@mindy.sys.sdl.usu.edu (Wally Gibbons) 

To: boatanchors@theporch.com 

Subject: Power Supplies Available 

Message-ID: <9711241552 .AA10831@mindy.sys.sdl.usu.edu> 


Greetings, 


I have acquired two rack mount power supplies in some local deals which are 
surplus to my needs. First one is HEAVY, is made by RCA, and label says it's good 
for 500 watts at 115 volts. It has two 8 henry, 3000 volt, 80 ohm chokes and a 
couple of large oil filled filter caps. HUGE transformer. I'd guess 1500 volts, 
from the output connector and wiring techniques used. I'll power it up and measure 
if someone is interested in this. 


THe second has two high voltage supplies, 500 volts and 325 volts approx. Probably 
good for 150ma or so each. No tag I've found yet but I think built by RCA too. 
These probably came out of an electron microscope that the local university is 
declaring surplus. 


I don't want them. I'll give em away to anyone who comes to Logan, Utah, to get 
them. I'll pack the high voltage unit (removing the transformer and packing it 
seperately) if person pays materials and shipping costs, plus $10 for me for my 
trouble. Same conditions on the second supply, except transformer removal. Not 
necessary. 


I'll swap em for an old tube preamp such as a Dynaco PAS 2 ro 3 (I know all about 
the audio crowd's enthusiasim for these, and their perceived worth, I just want to 
tinker with one), or an EICO HF-85. Ox perhaps something else. If the trade is 
worth it to me, I'll ship in trade for the supplies, and maybe add some cash. 

I like old FM band tuners, motorola tube commercial radios, etc. 

Also, have two GE progress line UHF transmitters to get rid of, no tubes but 
complete. Yours for the shipping. 


Happy Thanksgiving to all. 


Wally Gibbons 
wally@mindy.sys.sdl.usu.edu 


North Logan, Utah 
(30 miles from the Idaho border, east corner of the state) 


Date: Mon, 24 Nov 1997 08:04:20 -0800 (PST) 

From: "Cal J. Eustaquio" <ceustaqu@polymail.cpunix.calpoly.edu> 

To: boatanchors@theporch.com 

Subject: Info needed: 30-S1 Corbin Lock 

Message-ID: <Pine.HPP.3.96.971124080300 .29833A-100000@monet.artisan.calpoly.edu> 


Does anyone know where I can get one of these or a good substitute 
equivalent? Let me know. Tnx. Cal, N6KYR. 


Date: Mon, 24 Nov 1997 10:19:17 -@600 (CST) 

From: "Mike O'Brien" <mobrien@lib.drury.edu> 

To: boatanchors@theporch.com 

Subject: Moore's new edition 

Message-ID: <Pine.A32.3.96.971124101235 .38466A-100000@1ib.drury.edu> 


My wife, bless her thoughtful and tolerant heart, gave me as a wedding 
anniversary gift the latest (4th) edition of Ray Moore's "Communications 
Receivers: The Vacuum Tube Era, 1932-1981." I have found earlier editions 
to be informative, authorative and very useful -- and this new version 
upholds that tradition, plus offers better photo reproduction. It's not 
too late to test your spouse's thoughtfulness and tolerance by adding it 
to your Christmas wish list. I have no connection with Mr. Moore; I'm just 
one of many pleased readers... 

73, Mike, KOMYW 


Date: Mon, 24 Nov 1997 10:31:14 -0600 (CST) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Mike Sanders <kQaz@i1l.net> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Receivers continued........ 

Message-ID: <Pine.ULT.3.96.971124102820 .4166B-100000@admin. aurora. edu> 


On Sun, 23 Nov 1997, Mike Sanders wrote: 
> The best 


> radio to own for overall operation flexibility, performance and ease of 
> service is Drake whatever I don't care. (I'm talkin tube type now) 


I'll second that one. 


> P.S. The best AM receiver I can think of is my HRO50T1 with the 6kc 
> Collins filter adapter. If it gets better than that please let me know 
> and I will start lookin. 


If you are lookin' at decent AM bandwidth and good audio, probably 
some would prefer the SX-420r 62, but the best AM rcevr I had was the 
old SP-200. Variable bandwidth control and push-pull audio. Sounds 
great. 


"No one is listening until you make a mistake" 
E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Date: Mon, 24 Nov 1997 08:42:14 -0800 (PST) 

From: David Ragsdale <doragsda@polymail.cpunix.calpoly.edu> 
To: boatanchors@theporch.com 

Subject: Question on SB-300 S-Meter 

Message-ID: <199711241642 .ITAA26727@xrubens.artisan.calpoly.edu> 


Is it normal for the S-meter on the Heath SB-300 to peg hard all the way to 
the right when in the "standby" position? Seems to be OK in "operate". 


Thanks for any help. 


73 
Dave Ragsdale 
KF6BOM 


Date: Mon, 24 Nov 1997 08:43:32 -0800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: boatanchors@sco.theporch.com 

Subject: Re: Help, Bandswitch, HW-16 (fwd) 

Message-ID: <Pine.BSF.3.95.971124084244 .8042G-100000@piobaire.mines.uidaho.edu> 


Jack sent this to me by accident so I am forwarding it here. 


Ree SP Sees Forwarded message ---------- 


Date: Mon, 24 Nov 1997 08:58:51 CST 
From: John M Iverson <jackiv@juno.com> 
To: keng@uidaho.edu 

Subject: Re: Help, Bandswitch, HW-16 


Hi Gang, In my swap box is a box with all of the parts for a centralab 
switch kit, contacts, wafers, rivets, center wafers, all kinds of stuff. 
Make an offer ,best over 25 bucks plus shipping fron 60067. 73 from 
frozen Palatine il. 18 degrees F!! 

Jack Iverson KOEWU jackiv@juno.com RCA QCWA ARCI IEEE,LM ARRL 


Date: Mon, 24 Nov 1997 10:48:11 -0600 (CST) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Boatanchors <boatanchors@sco.theporch. com> 

Subject: Movie question 

Message-ID: <Pine.ULT.3.96.971124104517 .5817A-100000@admin. aurora. edu> 


The other night one of the local PBS outlets in Chicago ran two 
classics back to back: Casablanca, and The Maltese Falcon. I was 
wondering if anyone knew when the "Falcon" was made. In Sam Spade's 
office there are several shots showing a table radio in the corner 
that looks exactly like an RCA I have. Be nice to know about when the 
radio was made. 


"No one is listening until you make a mistake" 
E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Date: Mon, 24 Nov 1997 11:00:23 -0600 (CST) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Boatanchors <boatanchors@sco.theporch.com> 

Subject: S-meter against the pin. 

Message-ID: <Pine.ULT.3.96.971124104910 .6070A-100000@admin. aurora. edu> 


I dunno about the NC-300 that this was mentioned for, but it is not 

unusual for S-meters to pin on start-up or when the RF gain is turned 
down in a receiver. I dunno about going to stand-by - it depends what 
is being switched. The S-meter is usually in kind of a bridge circuit, 


comparing current drawn by some tubes. Any upset in the current drain, 
caused by opening the standby switch, such as disabling a stage or two 
rather than cutting off the entire B+ or lifting all the RF/IF cathodes 
above ground, may indeed cause the meter to pin. I hate to see this 
happen as I certainly don't like the possibility of wiping out a meter 
that is as rare as a matching speaker :-). 


While it is said that meters can withstand an overload several times 
their full-scale value, I don't trust that. My solution is to use 

a diode as a clamp across the meter (putting in a series resistor 
between the clamp diode and the meter, if necessary, to make sure 

it does not go above full scale). It is certainly a reversible mod. 


"No one is listening until you make a mistake" 
E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Date: Mon, 24 Nov 1997 12:01:09 -0500 (EST) 

From: "P. J. Rovero" <provero@connix.com> 

To: Bob Roehrig <broehrig@admin.aurora.edu> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Receivers continued........ 

Message-ID: <Pine.BSI.3.95.971124115726 .15317A-100000@comet.connix.com> 


I will second the AMEN on the SP-200. Awesome audio, tailor 
it to your preferences/band conditions with variable IF and 
lamb crystal filter... 


Have yet to advance the audio beyond the 1/4 or 9 PM position 
for fear of emptying the shelves of dishes and registering 
on the international seismic network. It has xlotsx* of audio. 


P. J. "Josh" Rovero email: provero@connix.com 
Oceanographer work: rovero@sonalysts.com 
Meteorologist radio: KK1D 

Curmudgeon at Large web: http: //www.connix.com/~provero/ 


On Mon, 24 Nov 1997, Bob Roehrig wrote: 


If you are lookin' at decent AM bandwidth and good audio, probably 
some would prefer the SX-42o0r 62, but the best AM rcvr I had was the 
old SP-200. Variable bandwidth control and push-pull audio. Sounds 
great. 


VV VV 


Date: 24 Nov 1997 11:26:37 -0600 

From: "A. B. Bonds" <ab@vuse. vanderbilt. edu> 

To: boatanchors@sco.theporch.com 

Subject: Re: Receivers continued........ 

Message-ID: <1997Nov24.112637-0600@spike.vuse. vanderbilt. edu> 


In <Pine.ULT.3.96.971124102820.4166B-100000@admin.aurora.edu>, Bob 
Roehrig wrote: 
> 
>If you are lookin' at decent AM bandwidth and good audio, probably 
>some would prefer the SX-42o0r 62, but the best AM rcvr I had was the 
>old SP-200. Variable bandwidth control and push-pull audio. Sounds 
>great. 
> 
I'll second that. Decent sensitivity, not too much noise, easy to 
tune, variable bandwidth and great sound. I put mine (SP210LX) into a 
fairly good two-way speaker (thru a transformer, of course) and on some 
stations it sounds almost like FM. Of course, there is the weight 
factor.... 

A. B. Bonds 


Date: Sun, 23 Nov 1997 21:47:44 -0700 

From: Kevin Gallagher <wire2liv@gomontana. com> 
To: boatanchors@sco.theporch.com 

Subject: 217-T - GRC-27 

Message-ID: <347906F0.374E@gomontana. com> 


I have recently aquired a large boatanchor, a Collins 217-T. Although it 
is marked transmitter it is more of a receiver/exciter. I am in dire 
need of at least a pinout of the two main connectors on the front of 
this unit. It would be nice to try to get this piece of gear operational 
as opposed to parting it out. Thanks for any and all information. Take 
care, Kevin 


Date: Mon, 24 Nov 1997 12:35:30 -0500 

From: "Francis J. Townsend, III" <ftownsen@access.digex.net> 
To: "Old Tube Radios" <boatanchors@theporch.com> 

Subject: Re: Movie question 


Message-ID: <O1bcf£8ff$5be64da0$cfd1i5bcc@bac01468.access.digex.net> 


In Sam Spade's 

>office there are several shots showing a table radio in the corner 
>that looks exactly like an RCA I have. Be nice to know about when the 
>radio was made. 


1941. 


Frank 


KI KKI KKK KKK KIKI KKK III III KIKI IKI IKI IK IK 
KK AIK KKK KK III KIKI KIA IKI KIKI III IIIA IK IK 
Francis J. Townsend, III 

Baltimore, MD 

ftownsen@access.digex.net 


Date: Mon, 24 Nov 97 17:16:33 GMT 

From: bgraham@tecnet1.jcte.jcs.mil 

To: boatanchors@listserv.tempe.gov, baswaplist@foothill.net, 
boatanchors@theporch.com 

Subject: WTB HQ145AC 

Message-ID: <199711241747.LAAQ9741@sco.theporch. com> 


Looking for a working, reasonably priced HQ145AC. Will consider HQ145 or 
HQ145A without clock. 


Must be sent by US Mail. 
73 


Bill 
N5LMX/DA1WG 


Date: Mon, 24 Nov 1997 10:10:53 -0800 (PST) 

From: "Tom R. Rice" <tomrice@netcom. com> 

To: boatanchors@sco.theporch.com (boatanchors list) 
Subject: Moore's new edition: booboo? 

Message-ID: <199711241810 .KAA21104@netcom7.netcom. com> 


> to be informative, authorative and very useful -- and this new version 
> upholds that tradition, plus offers better photo reproduction. It's not 
> too late to test your spouse's thoughtfulness and tolerance by adding it 


<snip, snippity snip> 


I certainly found the latest addition of Moore's book 
to be exciting, but I'm rather bummed out by the lack 
of an entry for the National HFS, one of the finest 
full-coverage VHF receivers ever made, if you believe 
National ads of the time. I have one on my op table, 
so I know they exist. Mebbe next time? 


73 de WB6BYH 


"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 
tomrice@netcom.com 


Date: Mon, 24 Nov 1997 10:48:08 -0800 

From: "W6WUH Larry" <rau@wco.com> 

To: <DrHydro@ames.net> 

Cc: "boatanchors" <boatanchors@theporch.com> 
Subject: cleaning aluminum 

Message-ID: <199711241848 .KAAO2684@shell.wco.com> 


i reccomended phosphoric acid and those handy green abrasive pads sold in 
every grocery store... come in mild and heavy duty.. and the acid is the 
right stuff too..this what i used to restore my little plane years 
ago...when such thing were possible. 


larry W6WUH 


Date: Mon, 24 Nov 97 12:54:01 CST 

From: sinned@vnet.IBM.COM 

To: boatanchors@sco.theporch.com 

Subject: Vacuum variables any interest? 

Message-ID: <199711241906 .NAA11456@sco.theporch. com> 


I have a few Jennings, 14,000V type 'UCS' units that I'll probably 
never use, as well as a few smaller Jennings units. Is anyone on the 
list interested, before I take 'em to the hamfest?? 


These along with the coilset from a W-house MW-2 found me this past 
weekend. MW-2 is/was a 3KW AM/CW military BA. I'll probably never 
build anything in the 3KW range. 


73 de W5FRS 
sinned@vnet.ibm.com 


Date: Mon, 24 Nov 1997 14:09:01 -0500 (EST) 

From: "David L. Thompson" <thompson@mindspring.com> 

To: boatanchors@theporch.com 

Subject: Re: Moore's new edition: booboo? 

Message-ID: <1.5.4.16.19971124150954. 38075288@pop.mindspring.com> 


At 10:10 AM 11/24/97 -Q800,tomrice@netcom.com wrote: 

>> I certainly found the latest addition of Moore's book 
to be exciting, but I'm rather bummed out by the lack 
of an entry for the National HFS, one of the finest 
full-coverage VHF receivers ever made, if you believe 
National ads of the time. I have one on my op table, 
so I know they exist. Mebbe next time? 


73 de WB6BYH 


VV VVVV VV 


You are right about the HFS. I have QSTs and CQ's of 1948 to 1952 and the 
receiver is touted as the start of a new era...unfortunately they just did 

not sell. I remember Bil Harrison still had 3 in 1959 and he said they were 
only useful as doorstops...He had $40 on each and they were unused with manual. 


Another sage said they were nice receivers but everyone was so hot on 10 
meters and the new band 15 especially the novice band there and VHF was not 
popular enough to support the HFS and the several brands of VHF converters 
out there. 


I find in doing the research that Moore does that its always a "works in 
progress". He needs to be commended for gathering the info he has for all 
of us to read.... 


73, Dave K4JRB 


>-- 


>"Start off every day with a smile and get it over with." --W.C.Fields 
>Tom R. Rice 
>tomrice@netcom.com 


Date: Mon, 24 Nov 1997 11:12:28 -0800 

From: "W6WUH Larry" <rau@wco.com> 

To: "boatanchors" <boatanchors@theporch.com> 
Subject: DSB VS AM 

Message-ID: <199711241913.LAA12083@shell.wco.com> 


Seems to me most of the phasisng problems " described as objectionable in 


DSB operation are what I am hearing in AM.... or is isnt P:C: to mention 
that ? 
I mean come on... we live with this all the time as multi-path phase 


distorition. and I dont think the phase relationship between a side band 
and the carrier makes a hoot of difference... it is phase distortion 
between the two sidebands that drives you nuts... i mean we know the 
carrier doesn't carry any information.. which is whywe can supress it in 
ssb and still recive intelligence on the other end...nor is there any way 
to insure "phase synchronization" of reinserted carrier.. it is only a 
matter of reinserting a clean undistorted carrier...of the right 
frequency...and the instantaneous phase means bupkis so long as it remains 
stable. 

Multipath distoriton is a posibility which is present with full or 
suppresed carrier, DSB ..remeber full carrier DSB IS AM ( and so is SSB) 


No ? 
Larry W6WUH 


Date: 24 Nov 1997 13:22:27 -0600 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

To: boatanchors@sco.theporch.com 

Subject: Re: Moore's new edition: booboo? 

Message-ID: <1997Nov24.132228-0600@spike.vuse. vanderbilt. edu> 


In <1.5.4.16.19971124150954 .38075288@pop.mindspring.com>, David L. Thompson wrote: 
>At 10:10 AM 11/24/97 -0800,tomrice@netcom.com wrote: 

>>> I certainly found the latest addition of Moore's book 

>> to be exciting, but I'm rather bummed out by the lack 

>> of an entry for the National HFS, 


> 

>You are right about the HFS. I have QSTs and CQ's of 1948 to 1952 and the 
>receiver is touted as the start of a new era...unfortunately they just did 
>not sell. I remember Bil Harrison still had 3 in 1959 and he said they were 
>only useful as doorstops...He had $40 on each and they were unused with manual. 
> 

Here's a good guess as to why they didn't sell: No power supply. 

Huh? By 1952 or so most every receiver came with a built-in supply. 


A. B. Bonds 


Date: Mon, 24 Nov 1997 11:51:13 -0@800 (PST) 

From: "Tom R. Rice" <tomrice@netcom. com> 

To: boatanchors@sco.theporch.com (boatanchors list) 
Subject: es lebe der HFS! 

Message-ID: <199711241951.LAA04119@netcom16.netcom. com> 


My post re Moore's apparent neglect has elicited some 
replies that it's not an HF receiver and that Moore 
sez in his Preface that he lists only superhets. 


Ever the argumentative one, I'll point out that he 

does list three Hallicrafters VHF sets (S-27, S-36A & 
S-37). Since the HFS has an IF, albeit a regurgatative 

one, it's gotta qualify as a superhet. Besides, Moore 

lists the McMurdo-Silver 802, which is also a regen 

IF set. So there! 


I'll send him a note so he can take care of this slight 
of one of the finest receivers ever made and possibly 
the last with the doghouse power supply, which just 
makes it more appealing. (So why am I now fixing up 

an RME VHF-152?) 


73 de WB6BYH 


Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 
tomrice@netcom.com 


Date: Mon, 24 Nov 1997 12:58:34 -0700 
From: Ken_Warren@beavton.k12.or.us (Ken Warren) 


To: boatanchors@theporch.com 
Subject: Re: 217-T - GRC-27 
Message-ID: <971833342.56765883@beavton.k12.or.us> 


I'ma little hazzy on the set numbers here so someone else help me if I'm wrong. 
The T-217 was the main transmitter box with the AN/GRC-27 and it had an output 
of 100 watts or so. There was another unit that was used with the AN/GRC-32 
packaged version of the 27 which was a target transmitter T-216 (I think) 
which was used for radio direction finding. It is the same size and about the 
same weight as the T-217, however it had a variable attenuator in the output. 
Both units had the 10 channel frequency selection thumb wheels across the top 
of the front panel. I am not aware of the T-217 ever being used as an exciter 
for an amplifier, and there was no interconnection with the receiver except for 
the antenna. I belive the T-216 and the T-217 could be used with the same power 
supply. One of the cannon connectors on the T-217 connects to the power supply, 
the other was for connection to a remote control unit such as the 
C-1335/TRC-32. I can get pin data on the connectors for the T-217 and C-1335 
however have never been able to locate a manual for the T-216. Hope I'm not to 
far out in left field with this info, it's been a long time. 


Ken Warren K7RPX 


Ken_Warren@beavton.k12.or.us 
KenwK7RPX@worldnet.att.net 
Beaverton School District 
Beaverton, Oregon 


Date: Mon, 24 Nov 1997 12:10:06 -0800 

From: "W6WUH Larry" <rau@wco.com> 

To: "Allen Tucholski" <allent@en.com> 

Cc: "boatanchors" <boatanchors@theporch.com> 
Subject: Re: Viking 2 audio More 

Message-ID: <199711242011.MAA02414@shell.wco.com> 


I for got to mention the cap across the mod xfmr..it might be prudent to 
use a value like .0005 somewhat less or across it.. but it has to be the 
same voltage rating( what was it 1.6 kv ? ) this is to prevent any 
supersonics... and may help extend the life of the transformer...This cap 
makes a high cut filter with the L of the mod transformer... 


I see 6AU6 cathode bypass caps C1 and C 54 are only 10 ufd.. go to 22 

minimum, I would try 33ufd then 50 but only if your voice isnt too bassy. 
Coupling Cap is only a very tiny .003.. go to .01 or .015 and then if you 
arent happy try ..02 or .022 nothing bigger.. at .015 I think you will 


be at the freqency response limits of the mod transformer....in each case i 
would chose the lowest capacitor value which sounds good enough...not the 
next higher value which yields no improvement. 


The Viking doesnt have a rep as a low audio distortion radio anyway... the 
new interstage (driver) transformer should help this.. but trying to exceed 
the nature of the mod xfmr will make things worse not better... so don't try 
to hammer upper or lower response limits or power ratings..just go for 
smooth clean audio.. and enough of it. 


Grid bias is something to look at too as is screen bypassing. Look at the 
circuits of good sounding radios with similar tubes including plain old 
amplifiers and reciver audio sections... triode connecting your pentodes 
may be a posibility for even lower distortion. 


If you have an arrl hand book from the mid 60's or earlier.. there is a 
chapter on modulation, and it has a table of r/c values for coupling and 
bypass for various tubes. 


That will give you are starting place for mike amps and speech amps.. my 
understanding is that small coupling caps restrict highs.. which is what 
they did in 30's recievers to cut down on static complaints, they would 


use a .01 or even smaller coupling cap ( like.005) when a .022 is the 
decent size for AM with good music fidelity (up to ~10 Kc) ,and that good 


bass response requires good size caps too... I have seen guys go really big 
on these ( cathode bypass caps).. but it is an R/C circuit and cathode 
bias circuit sometimes... so one has to use some sense.... 


.I have heard of guys putting a dummy load on thier modulators.especially 

if it has a 500 or 600 ohm winding (dx 100 does, can't remember about the 
viking off hand) and then putting a pair of earphones across the resistor 
( which should be a 50 to 100 watt job )...and then they will either run a 
tone generator or music into the modulator and listen to it... this is far 
better than any test you can do with a rx in the shack.. just too close... 


Of course if you are lucky enough to have a audio gen with calibrated 
output and a decent vttm or audio volt meter.. then you can plot the 
freqency response on paper and really understand what you have and what you 
have done.... 


Some guys run outboard ( graphic) equalizers .. which you can buy at flea 
markets now adays.. and just slide into whatever sound they want...and if 
the modulator response is sluggish in some area they just beat it to 
death...or tone it down as needed.. The viking mod transformer doesnt have 
what anyone would call Hi-FI charactoristics..especially on the high 
end...so why bother. 


Now some guys will make the modulator "flat" for use only with an out board 


equalizer, of course with out equalization it will sound just that way... 
flat.... on a modest rig like a viking 2.. it seems appropriate to build in 
the 'eq" you want with a few simple resistor and cap value changes..( all 
un-do-able) and let it go at that...because frankly..it isn't ever going 
to sound like broadcast.. but it can be good. 


larry W6WUH 


Date: 24 Nov 1997 14:33:54 -0600 

From: TIMOTHY.P.HAAKE@monsanto.com 

To: boatanchors@sco.theporch.com 

Subject: Winter projects FS 

Message-ID: <"1124204351-Winter projects FS"@MHS> 


Gang, 


I reached my limit of projects (along time ago I afraid) so I need to 
move some of them out of my way. I have for sale the following: 


SBE-34 complete with copy manual/not working $30 

General Radio 874-LBA 50 ohm 300mc.-5,000mc slotted line with original 
manual and wooden case plus 874-D20 stub and some GR 
adapters/connectors, all excellent condition $50 (price of just one of 


the GR adpaters) 


Mea. 250TL and 1 ea.250TH tubes from an estate of a friend. He had 
them for his BC-610. $125 for all. 


2ea. 4-400 tubes, air sockets, chimneys. Tubes are tested pulls, 
sockets and chimneys are nos. $100 ea. set. 


T-368 250W(+-) Modulation transformer. This is one of Fair Radio's 
that I purchased as a spare. $50 


BC-610 Modulation transformer NOS in box. $50 
2Meter Gonset Sidewinder, both supplies, original manual. $125 


Jennings UCSF-425-10D477 10KV 425PF vacuum variable NOS, $75 


Send e-mail off line for more info if you are interested. Everything 
listed is plus shipping. 


Thanks, 


Tim WAOTSY 
Timothy .P.Haake@Monsanto.com 


Date: Mon, 24 Nov 1997 13:12:56 -0800 

From: "W6WUH Larry" <rau@wco.com> 

To: "boatanchors" <boatanchors@theporch.com> 
Subject: Last word on 40 meters 

Message-ID: <199711242113 .NAA24905@shell.wco.com> 


Let's just BUY the damn 40 meter band.. and get back to burning resistors. 


larry W6WUH 


Date: Mon, 24 Nov 1997 16:18:41 -0500 (EST) 

From: William Donzelli <william@ans.net> 

To: boatanchors@theporch.com 

Subject: RAO-7 manual copies 

Message-ID: <Pine.GS0O.3.96.971124161502 .26545B-100000@titan.purch.ans.net> 


Golly... 


I now have a stack of copies of RAO-7 manuals, ready to go out. I should 
get them out before the holiday, but because of the big day, do not be 
suprised if the things do not arrive for a week. 


I have most people's funds. There are a few that I have not heard from. If 
your mail has bounced (remember, you MUST put c/o A.N.S. on the address!), 
please let me know. 


William Donzelli 
william@ans.net 


Date: Mon, 24 Nov 1997 12:34:23 -0800 
From: "W6WUH Larry" <rau@wco.com> 


To: <ae4en@aol.com> 

Cc: "boatanchors" <boatanchors@theporch.com>, "greg" <greg6fzh@aol.com> 
Subject: Fw: The definitive whats-it. 

Message-ID: <199711242035 .MAA10805@shell.wco.com> 


The road is paved with good intentions.. the Globe King 500 C restoration 
saga 


episode 1...the underwater modulator 


> 

> 

> anyway.. saturday i began trying to clean my modulator.. and then i began 
> trying to remove the rust from the chassis with green pad... a definite 
NO 


> GO.. then i tried with wire brushes check in the battery electric drill 


works but too many spaces i couldn't reach...and so i had to decide.. 
would i recap the who thing and test is as is.. and then if it worked 
which it probably would.,. would i then live with the really deep and 
wretched rust because ididnt want to take it all apart after doing all 


> work 

> 

> and beside having now goughed the thing kinda ugly with rotating wire 
> brushes would i then be content to have it half shiny down tothe steel 
> with oil on it to prevent more rust and half with the ugly but 
untouchable 

> rust... 

> 

> I went to sleep on that one... 

> 

> And today... sunday.. I went to the hardware store and bought even more 
> wire brushes to try for the hard to get spots ( most of them ) and got 
> also the Rustoleum Zinc Sele ( thats how they spell it ) cold 
galvanizing 

> compund ( 93% zinc spray can). 

> 


> Then I bit the bullett and removed everything from the top of the 
modulator 

> chassis..plate and mod xfmrs.. modulator plate choke and filter cap, low 
B+ 

filter choke, driver xrmr...ceramic feed throughs...then the front panel 
and the side supports.... 


Honestly there was only one patch about the size of my open hand which 
wasnt rusted..except the half of the chassis which was under the iron.. 
that is mostly ok... 


VV VV VV 


> 

> I can't figure why the middle deck is the most water damaged...?? While 
the 

lower PS deck seems only moderately rusted in comparison like the PA on 
top. 


any hoo.. I am into it big time now....as it will take several hours of 
futsisng to get this thing ready to shoot... then its the heat lamp deal.. 
and shooting it and drying... 


VVVV VV VV 


Oh and did i mention the the insulation on the secondary leads of the 
mod 

transformer which are cloth covered rubber coated with hv shellac...kinda 
crapped right at the shell ( predictably ) because they just did not want 
to be moved... so now i have to open the transformer and solder in some 
nice new leads.. and pray that nuthing gets screwed up while i am doing 
it.. the wires are # 12...I guess i will have to look for some teflon 
coated stuff...but man this is like 3kv.. what with the 2kv plate votage 
and 

> the modulation on top of that...not enough room for neon sign wire...and 
> the center of RG 58 is too small and 8 is too big insulation wise... i 

> could patch this but it would just break some where else.. probably 
inside 

> the yellow plastic jacket.. wher it couldnt be seen un til it buned it 
way 

through ! 


VV VV VV 


any way...I will ring all this stuff on the ohm meter.. and if it is ok.. 
will give it all a new black paint job.... 

I sure wishs there was satin black spray paint and not just glossy or 
flat...as niether is right for xfimrs... 


so I am unwittingly on the road to some half vast restoration...me and my 
spray cans. 


VV VV VV VV VV MV 


Maybe i should have ignored the rust !... can't see it with the radio 
buttoned 

> up anyway...but it really was too awful.. 

> 

larry 


> 
> 
> 
> 
> 
> 
> 
> 


End o£ BOATANCHORS Digest 1793 
KKKKKKKKKKK KKK KKK KR KKK 


